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Sir: 
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. ASN THE UNITED STATES PATENT AND TRADEMARK OFFICE 



First Named 
Inventor 

Steven J. Poll 


Appln. No. 

09/803,453 


Filed 

March 8, 2001 

Group Art Unit: 3617 

Title 

OUTBOARD MOTOR SUPPORT DEVICE 

Examiner: Avila,. 
Stephen P. 

Docket No. 

: P405. 12-0002 



AMENDMENT 


Box Non-Fee Amendment SENT VIA EXPRESS MAIL 

Assistant Commissioner for Patents 

Washington, D.C. 20231 Express Mail No.: EV 331789175 US 

Sir: 

This is in response to the Office Action mailed os/^rjl.^, I0&§£j!iease amend the 
above-identified application as follows: ~ 





IN THE CLAIMS 

Please amend claims 29, 34, 37, 39 and 40 (marked up version attached in Appendix), 

such that pending claims 29-40 are as follo ws: 

1 . Ah outboard motor support device for securing an outboard motor to a transom of a 

boat, the device comprising: 

a tie down bracket placed between a trim adjustment rack of the motor and the 
transom of the boat; 

a support rotatably mounted with respect to the motor such that when the motor is in 
an up position the support can rotate about its mounting point to contact and 
support the motor; and 

a tie down strap which passes behind the motor and is secured to the tie down 
bracket. 


